
Lithophane LED Backlight Board Kit
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Product ID

KC009

KC010

L (mm)
Total length

96

192

W (mm)
Width

144

144

Total Number of LEDs

96

192

Basic Information

Number of LEDs

Connector Model

48/pcs

PH2.0 x 2

Voltage

Current

5V


2A

Consideration

� Smaller nozzle sizes and lower layer heights are essential to achieve better printing results. We suggest using 0.2mm or 0.4mm nozzle sizes and layer heights between 0.08mm and 0.12mm. Check CMYK 

Lithophane Printing Guide on Wiki.

� Due to the limitations of printing layers and resolution, there may be some color deviation between the actual image and the lithophane prints.

� To prevent warping, the recommended heated bed temperature is between 45-50℃.

浮雕灯板套件
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产品 ID

KC009

KC010

总长度L (mm)

96

192

宽度W (mm)

144

144

LED灯珠总数

96

192

基本信息

灯珠数量

端口型号

48/pcs

PH2.0 x 2

电压

电流

5V

2A

注意事项

� 较小的喷嘴尺寸和较低的层高对于获得更好的打印效果至关重要。我们建议使用0.2mm或0.4mm的喷嘴尺寸和0.08mm至0.12mm的层高。请查阅Wiki上的CMYK Lithophane打印指南

� 由于层高和XY分辨率的限制，实际图像与Lithophane打印件之间可能会有一些微颜色偏差

� 为了防止翘边，推荐的热床温度为45-50℃


